
Available electrodes 

 

With friction clutch permitting adjustment of a constant 
pressure. For measurement of paper, cardboard and leather, 

dimensions: 125 x 100 x 70 mm Ø, weight 1.3 kg 
Order number: 50201M 

 
With friction clutch permitting adjustment of a constant 

pressure. For measurement of bulk goods as jute, cacao, 
coffee and tea, dimensions: 140 x 63 mm Ø, weight 55 g 

Order number: 50202M 

 
With friction clutch permitting adjustment of a constant 

pressure. For measurement of bulk goods as grain, 
dimensions: 140 x 63 mm Ø, weight 55 g 

Order number: 50202GEMM 

 
With friction clutch permitting adjustment of a constant 

pressure. For measurement of pure lint cotton, 
dimensions: 140 x 63 mm Ø, weight 55 g 

Order number: 50202BAFM 

 
Cable to connect the cup electrode to the textile moisture 

meter, length 0.5 m, weight 70 g 
Order number: 50200M 

 
For measuring paper, cardboard and leather, needle length 

1.5 mm, weight 40 g 
Order number: 50208AM 

 
For measuring paper, cardboard and leather, surface diameter 

23 mm, weight 40 g 
Order number: 50213M 

 
With a fixed calibration value. The value  is stamped on the 

electrode. Optional a chargeable calibration certificate is 
available (When ordering, please specify the type designation 

of the moisture meter). 
Order number: 50299M 

 
For measuring jute and sisal, etc., needle length 100 mm, weight 40 g 

Order number: 50207M 

 

 
 
 
 

For measuring grain, cacao, raw coffee and tea, needle length 325 mm, insulated shank 35 mm, weight 195 g 
Order number: 50209BM 

 

 
 
 

For measuring grain, needle length 325 mm, insulated shank 35 mm, weight 150 g 
Order number: 50209AM 

 
For measuring paper, cardboard, sisal and leather, knife length 110 mm, weight 50 g 

Order number: 50210M 

 
For measuring pure lint cotton 

Electrode: 470 x 25 mm Ø, weight 0.8 kg 
Crossbar: 500 x 50 mm Ø, 0.95 kg 

Order number: 50212M 
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